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PRE-ENGINEERED COLD FORMED

METAL TRUSSES AT 4'-0 O/C MAX.
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(REF-1/S6.2)

W BEAM
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PRE-ENGINEERED COLD FORMED

METAL TRUSSES AT 4'-0 O/C MAX.

SECTION-33-33
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5x12x0'-8 BEARING PLATE

WITH (2) 12 ∅ x6 LONG
ANCHOR BOLTS 2" HOOK
AT EACH TRUSS
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PRE-ENGINEERED COLD FORMED

METAL TRUSSES AT 4'-0 O/C MAX.

7x12x0'-8 BEARING PLATE

WITH (2) 12 ∅ x6 LONG
ANCHOR BOLTS 2" HOOK
AT EACH TRUSS
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5x12x0'-8 BEARING PLATE

WITH (2) 12 ∅ x6 LONG
ANCHOR BOLTS 2" HOOK
AT EACH TRUSS
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(REF-12/S6.2)
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ALL STRUCTURAL STEEL
SHALL BE GALVANIZED
ABOVE ROOF

PL 34x5x1'-0 BASE PLATE

PL 38x5x1'-0 TOP PLATE
FIELD TO BEAM AS SHOWN
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SECTION-30-30
(REF-9/S6.2)
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PL 6x12x1'-0 BOTTOM PLATE

WITH (4) 12 ∅x2 LONG
SHEAR STUDS AT EACH TRUSS
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16 GAUGE CLOSURE TRACK

PRE-ENGINEERED COLD FORMED

METAL TRUSSES AT 4'-0 O/C MAX.

PL 5x12x0'-8 BEARING PLATE

WITH (2) 12 ∅x6 LONG
SANCHOR BOLT 2" HOOK
AT EACH TRUSS

SECTION-32-32
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W8 HOIST BEAM
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PL 3x12x0'-8 BEARING PLATE
WITH  112 ∅x6 LONG
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PRE-ENGINEERED COLD FORMED

METAL TRUSSES AT 18 O/C.
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SECTION-34-34
(REF-4/S6.2)

T
.
O
.
 
E
M
B
E
D
 
P
L
A
T
E

R
E
F
.
 
P
L
A
N

T
.
O
.
 
C
O
N
C
.

R
E
F
.
 
P
L
A
N

T
.
O
.
 
E
M
B
E
D
 
P
L
A
T
E

R
E
F
.
 
P
L
A
N

T
.
O
.
S
.

R
E
F
.
 
P
L
A
N

T
.
O
.
S
.

R
E
F
.
 
P
L
A
N

T
.
O
.
S
.

R
E
F
.
 
P
L
A
N

T
.
O
.
S
.

R
E
F
.
 
P
L
A
N

T
.
O
.
S
.

R
E
F
.
 
P
L
A
N

T
.
O
.
E
M
B
E
D
 
P
L
.

R
E
F
.
 
P
L
A
N

T
.
O
.
E
M
B
E
D
 
P
L
.

R
E
F
.
 
P
L
A
N

T
.
O
.
E
M
B
E
D
 
P
L
.

R
E
F
.
 
P
L
A
N

3/8
3 SIDES 
TYP.

HSS6x3x38 CONT.
DISTRIBUTION

TUBE W BEAM

SECTION-36-36

B ISSUED FOR FIELD USE

L OF 4"∅ PIPE COLUMN

TOP OF EMDED
EL. REF. PLAN

3"123"12

PROVIDE 16" WIDE POCKET
AT HAMBRO JOIST BEARING
AT MASONRY WALL
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